
 

 
 
 

F22ALR ALL ROUNDER 
 

MERCEDES BENZ 1823 4X2 CHASSIS CAB 
22M BRONTO SKYLIFT PLATFORM 
3000 L/MIN @ 1039 KPA HALE PUMP 

ALL ALUMINIUM BODY CONSTRUCTION 
 

 
 

  



 

Chassis:  
 Mercedes Benz 1823 (4x2) 
 GVWR – 18000 kg 
 Engine – Mercedes Benz OM906LA 170kW @     
 2200 rpm 810Nm @ 1200 rpm 
 Transmission – Allison automatic 
          Optional – retarder 
 Rear axle ratio – 6.00:1 
 Steering – LS8 Power steering 
 Brakes –  Dual air system 
  Front: Disc 
  Rear: Drum 
 Tyres – Front: 2 x 12R22.5    

             Rear:  4 x 12R22.5  
 
Crew Cab Extension: 
 Manufactured by Plastisol. 
 Complies fully with NEN 1846 and ECE 29  
 Safety Regulations. 
 Manufactured from GRP. 

Seating for driver, officer and four crew          
 with facility for storing BA’s in seats.  
 
Body: 

All aluminium large dimension extrusions with  
5mm wall thickness & interlock grooves for 3mm  
aluminium plate.  
 
Under-body cross members shall be constructed  
entirely from a 76mm x 76mm aluminium ''I''  
beam and heavy walled extrusions and shall be  
full width of the body.  
 
The body shall have a body side protection rub  
rail along the length of the body on each side and  
at the rear.  
 

 Six (6) large enclosed and vented equipment 
compartments with lockable roller shutter doors. 

 
22m Hydraulic Platform: 
 Shall comply fully DIN 15120 and prEN1777. 
 Maximum working height of 22m. 

Maximum outreach of 11m. 
Safe working cage load of 270kg. 
H type outriggers (four). 
Identical controls in cage and at turntable. 
All aluminium working cage. 
Fold down rescue platform. 
Battery driven back up system for hydraulics. 
 
 

 
Monitor: 

Mounted in cage. 
 1600 l/min @ 10 bar. 
 Selectable nozzle with full flush. 
 
Pump System: 
 Midship mounted Hale MG750, 3000 l/min  

@ 1039 kPa capacity, single stage, centrifugal  
pump. 
Stainless steel plumbing. 
Electric vane type primer. 
Auxiliary engine cooler. 

 
Water Tank: 
 2500 litre capacity constructed of 12mm thick 
 polypropylene material. 
 
Foam Tank: 

200 litre capacity constructed of 12 mm thick  
 polypropylene material.  
Plumbing: 
 Two (2) 65mm discharges on the left side pump 

panel. 



 

 Two (2) 65mm discharges on the right side pump  
panel. 
One (1) 76mm waterway discharge.  

 
Pump Panel: 
 Operator’s controls and gauges are mounted on  

the left hand side.  
 
Foam System: 
 Williams WATP#500 ATP system for Class A 
 application.  Adjustable from 0.25% - 1% 
 

 
Electric Wiring: 

Multiplexing electrical system with load manager  
 
Warning Lights: 
 Two (2) Federal Signal Mini Aerodynic model  

22I roof light bars. 
 One (1) Federal model MS-100-01 Dynamax 100  

watt speaker. 
 One (1) Federal Signal model PA300-200MSC  

solid state electronic siren with attached noise- 
cancelling PA microphone. 

 One (1) Alternating headlight flashing system. 
Two (2) red Federal Signal rear rotating lights. 
One (1) Federal strobe package in accordance 

                  with NFPA Standards.  
 
Standard Equipment, Supplied and Fitted: 

2 x Kwik raze floodlights in cage with telescopic  
      masts 
1 x 6 kVa generator 
1 x Breathing air system with 2 BA outlets in cage 
2 x Airline reels in cage 
1 x 3m folding attic ladder  
4 x 4.8m roof ladder 
1 x 4.2m combination/A frame ladder 
1 x 7.3m two section extension ladder 
1 x 10.67m three section extension ladder 
1 x 1.8m fibreglass pike pole 
1 x 2.4m fibreglass pike pole 
1 x 3.6m fibreglass pike pole 
1 x Three-way collecting head 
2 x 3m x 127mm hard suction hose with NST  
      pyrolite couplings 
2 x Hard suction hose mount racks 
1 x Chrome barrel strainer 
1 x Galvanized basket strainer 
1 x Spare wheel (loose) 
1 x Hydraulic jack & wheel spanner 
1 x Locking fuel cap with 3 keys 
2 x Operator, service, and parts manuals 

 
Options Available:  

* Comprehensive five day training 
* Large diameter discharge(s) 

 * Hose reels 
 * Safety belts in cage 
 * Rescue chute from cage 
 * Manifold in cage for hydraulic tools 
 * Mounting brackets in cage for hydraulic tools 
 * Mounting brackets in cage for pneumatic tools 
 * Mounting brackets in cage for breaking and  
    entering tools 
 * 38mm cross lays and pre-connects 
 * Engine driven back up system 
 * Electric front mount 5400kg winch 

* Extended front bumper 
* Bumper mounted suction intake 
* 38mm bumper mount discharge with hose bed 
* Pneumatic lightmast system 
* Full compliment of fire and rescue equipment 

 * S striping 
 * Lettering 
 


