Rising to the challenge

FORERUNNER

4X4 LIGHT RESCUE VEHICLE

FORD F-250 4X4
FULL RESCUE COMPARTMENTS
ROLLER SHUTTER DOORS
RAPID INTERVENTION RESCUE VEHICLE
ALL ALUMINIUM BODY CONSTRUCTION
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Chassis:
Ford F-250 (dx4).
GV 3902 kg

Engine 4.2 Litre diesel turbocharged
132KW @ 3R00FEFPM
500 MNm @ 1600 rpm
Transmission Manual & speed
Steering  Power steering.
Brakes Fromnt discs
Rear drums
ABS on rear wheels,
Tyres 25675 R 16.

Adloy rims.
Suspension Front mono beam with leaf
springs.
Rear twin I beam with
leaf sprimgs.
Complies —Road Traffic Act of 1989,

Cab:
Sweel cab.
Seating for three including the driver.
Thres front head restraints.
Interior courtesy light.
Heater/defroster.
Seat belts for all positions.
Two speed wipers with intermittent wipe.
Body:
Adl alumininm large dimension extrusions with
4mm wall thickness,

Under-body cross members shall be constructed
entirely from a 7omm x 7 Gomm aluminiun T
beam and heavy walled extrusions and shall be
full width of the body.

The body shall have a body side prote ction rub
rail along the length of the body on each side and
at the rear.

Six (6) large enclosaed and vented equipment
compartments with lockable roller shutter doors.

Rear compartment shall be through compartment.

The rear body shall have a cut away to enhance
angle of departure.

Stretcher Compartment:
A stretcher and spine board compartment shall be
Provided on the upper side of the superstructure,
The compartment shall run the full kength of the
superstructure and shall be fitted with a fold down
door.

Eleciric Wiring:
Multiplexing electrical system with load manager.

Warning Lights:
Omne (1) Federal Signal Asrodynic model
ADLS202 roof light bar with red and clear lenses.
watt speaker.
Ome (1) Federal Signal modez] PAZ00-200MSC
solid state electronic siren with attached noise-
cancelling PA microphone.
Ome (1) Alternating headlight flashing system.
Two (2) red Federal Signal rear rotating light,
Ome (1) Federal strobe package in accordance
with NFPA Standards.
Unity deck lights.

Standard Eqguipment, Supplied and Fitted:
2 x Pneumatic light masts

1 x 6 EVa gensrator

1 x Spare wheel (loose)

One (1) Federal model MS-100-01 Dyvnamax 100




1 = 20T hydraulic jack & wheel spanner
| = Locking fuel cap with 3 keys
2 x Operator, service, and parts manuals

Options Available:
* Rear steps for access to superstructure top
* 5 kVa generator
* Electric winch
* Double cab for additional crew
* Heavy duty brush guard
* Pan type doors [PO roller shutters
* PAC equipment mounting
* Adjustable compartment shelves
* Pull out trays
* Full compliment of fire fighting & rescue
equipment
* Central locking system for roller shutter doors
* Strip illumination for compartments
* Signwriting and lettering
* 5 stripe in 100mm reflective or painted
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